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STORM INLET

TOR= 880.97

IN.(S)= 877.49 (12" RCP)

STORM MANHOLE

INV.(W)= 871.13 (36" RCP)
INV.(NE)= 871.02 (36" RCP)

INV.(SW)= 876.78 (12" RCP)
INV.(N)= 876.56 (12" RCP)

TOR= 881.18

DO NOT ENTER

ST
)

REFERENCE

BENCHMARKS:

CONCRETE
CURE

UNLESS OTHERWISE NOTED, ELEVATIONS SHOWN HEREON ARE BASED UPON AN

OPUS SOLUTION AND ARE ON THE

1988 NORTH AMERICAN VERTICAL DATUM

(NAVD88). IT IS MY OPINION THAT THE UNCERTAINTY IN THE ELEVATION OF THE
PROJECT BENCHMARK DOES NOT EXCEED 0.10 FOOT.

TBM#1:

MILL STREET & APPROXIMATELY 140 FEET NORTH OF PARK STREET.

TBM#2:

ELEV. =

OF THE INTERSECTION OF PARK STREET AND MILL STREET.

TBM#3:

ELEV. =

PARK STREET & APPROXIMATELY 150 FEET WEST OF MILL STREET.

1. TOPOGRAPHIC SURVEY COMPLETED BY CIVIL AND

ENVIRONMENTAL CONSULTANTS, INC. PROJECT NUMBER:

337—137, DATED:

12-12-2023.

ELEV. =

CUT SQUARE ON A CONCRETE CURB LOCATED ON THE EAST SIDE OF
881.80
CUT SQUARE ON A CONCRETE CURB LOCATED IMMEDIATELY SOUTHWEST
881.09
CUT SQUARE ON A CONCRETE CURB LOCATED ON THE SOUTH SIDE OF
881.67

UTILITY NOTE: LEGEND:

STORM

INLET

TOR= 850.96

INV.(NE)= 878.16 (12" RCP)

SANITARY MANHOLE

Sy

TEM#2 =

SAN

SANITARY MANHOLE
TOR= BE0.56

INV.(SW)= 871.48 (10" PVC)
INV.(N)= 869.15 (8" D)
INV.(SW)= 867.46 (8" VCP)

INV.(W)= 865.76 (8" VCP)
INV.(E)= 865.61 (8" VCP)
INV.(N)= 865.46 (10" VCP)
INV.(S)= 865.42 (12" PVC)

&81.09

CURB INLET

TOR= 860.92
INV.(W)= 872.14 (10" PVC)

INV.(NE)= 872.05 (10" PVC) G

THE UNDERGROUND UTILITIES SHOWN HAVE BEEN LOCATED FROM FIELD SURVEY

EXISTING

INFORMATION AND EXISTING DRAWINGS. THE SURVEYOR MAKES NO GUARANTEES
THAT THE UNDERGROUND UTILITIES COMPRISE ALL SUCH UTILITIES IN THE AREA,

EITHER IN—SERVICE OR ABANDONED. THE SURVEYOR FURTHER DOES NOT 870

WARRANT THAT THE UNDERGROUND UTILITIES SHOWN ARE IN THE EXACT
LOCATION INDICATED ALTHOUGH THE SURVEYOR DOES CERTIFY THAT THEY ARE
LOCATED AS ACCURATELY AS POSSIBLE FROM

INFORMATION AVAILABLE. THE o o o

EXISTING
EXISTING

SURVEYOR HAS NOT PHYSICALLY LOCATED THE UNDERGROUND UTILITIES. INDIANA
811 ONE-CALL PUBLIC UTILITY LOCATE SERVICE TICKET NUMBER 2311163798

EXISTING

WAS ISSUED FOR THIS SITE.

EXISTING

PRIOR TO ANY EXCAVATION FOR UNDERGROUND UTILITIES, THE CONTRACTOR
SHALL EXPOSE AND VERIFY LOCATIONS (HORIZONTAL AND VERTICAL) OF ALL

EXISTING
v EXISTING

EXISTING UTILITIES INCLUDING BUT NOT LIMITED TO GAS, WATER, AND SANITARY

SEWER. ANY CONFLICTS SHALL BE REPORTED IMMEDIATELY TO THE ENGINEER w
AND THE APPROPRIATE AUTHORITIES.

EXISTING

EXISTING

UG-t

EXISTING
EXISTING

OH-E

EXISTING

SAN

EXISTING

cs

EXISTING

ST

EXISTING

EXISTING

PROPERTY LINE

INDEX CONTOUR
INTERMEDIATE CONTOUR
CHAINLINK FENCE LINE
IRON FENCE LINE

FENCE LINE

GAURDRAIL

WATER LINE
UNDERGROUND TELEPHONE
FIBER OPTIC LINE
UNDERGROUND ELECTRIC
OVERHEAD LINES
SANITARY SEWER LINE
COMBO SEWER LINE
STORM SEWER LINE
GAS LINE

¢
w H g g —[H
(2) v
®mRL @ IL ev S
® ™
S Ecle &0

@ e © ©
= B &-
B ¥ ©

X 1082.40

TBM

ELEC. LIGHT POLE, PULL BOX, POWER POLE, UTILITY
POLE, GUY WIRE, ELEC. TRANSFORMER

GAS VALVE, GAS METER, GAS LINE MARKER

WATER MANHOLE, IRRIGATION CONTROL BOX, WATER TAP, WATER METER,
FIRE HYDRANT, PIV VALVE, FIRE DEPT. CONNECTION, WATER VALVE

ELECTRIC MANHOLE, TELEPHONE PEDESTAL, CABLE PEDESTAL,
FIBER OPTIC PULL BOX

BEEHIVE INLET, CURB INLET, RECESSED CURB INLET, DOWNSPOUT,
SQUARE STORM INLET, CIRCULAR STORM INLET, DRAINAGE MANHOLE

UNKNOWN MANHOLE, CLEANOUT, SANITARY MANHOLE, COMBINATION MANHOLE
MAIL BOX, SIGN, AIR COND., ADA SYMBOL, BOLLARD
PARKING METER, TRAFFIC POLE, TRAFFIC MANHOLE,

DECIDUOUS TREE, CONIFEROUS TREE, BUSH

EXISTING SPOT ELEVATION

TOR=_ 580.54
INV.(SE)= 877.34 (12" RCP)
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GENERAL SITE NOTES:

1.

EXISTING CONDITIONS AS DEPICTED ON THESE PLANS ARE GENERAL AND
ILLUSTRATIVE IN NATURE. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO
EXAMINE THE SITE AND BE FAMILIAR WITH EXISTING CONDITIONS PRIOR TO
BIDDING ON THIS PROJECT. IF CONDITIONS ENCOUNTERED DURING
EXAMINATION ARE SIGNIFICANTLY DIFFERENT THAN THOSE SHOWN, THE
CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY.

. THE CONTRACTOR AND SUBCONTRACTORS SHALL BE RESPONSIBLE FOR

COMPLYING WITH APPLICABLE FEDERAL, STATE AND LOCAL REQUIREMENTS,
TOGETHER WITH EXERCISING PRECAUTIONS AT ALL TIMES FOR THE
PROTECTION OF PERSONS (INCLUDING EMPLOYEES) AND PROPERTY. [T IS
THE SOLE RESPONSIBILITY OF THE CONTRACTOR AND SUBCONTRACTORS TO
INITIATE, MAINTAIN AND SUPERVISE ALL SAFETY REQUIREMENTS, PRECAUTIONS
AND PROGRAMS IN CONNECTION WITH THE WORK.

. THE CONTRACTOR SHALL INDEMNIFY AND HOLD HARMLESS THE OWNER AND

OWNER’S REPRESENTATIVE FOR ANY AND ALL INJURIES AND/OR DAMAGES TO
PERSONNEL, EQUIPMENT AND/OR EXISTING FACILITIES OCCURRING IN THE
COURSE OF THE DEMOLITION AND CONSTRUCTION DESCRIBED IN THE PLANS
AND SPECIFICATIONS.

. THE CONTRACTOR SHALL COMPLY WITH ALL LOCAL CODES, OBTAIN ALL

APPLICABLE PERMITS, AND PAY ALL REQUIRED FEES PRIOR TO BEGINNING
WORK.

. ALL WORK PERFORMED BY THE CONTRACTOR SHALL CONFORM TO THE

LATEST REGULATIONS OF THE AMERICANS WITH DISABILITIES ACT.

. CONTRACTOR SHALL REFER TO OTHER PLANS WITHIN THIS CONSTRUCTION SET

FOR OTHER PERTINENT INFORMATION. IT IS NOT THE ENGINEER’S INTENT THAT
ANY SINGLE PLAN SHEET IN THIS SET OF DOCUMENTS FULLY DEPICT ALL
WORK ASSOCIATED WITH THE PROJECT.

. BEFORE INSTALLATION OF STORM OR SANITARY SEWER, OR OTHER UTILITY,

THE CONTRACTOR SHALL VERIFY ALL CROSSINGS, BY EXCAVATION WHERE
NECESSARY, AND INFORM THE OWNER AND THE ENGINEER OF ANY
CONFLICTS. THE ENGINEER WILL BE HELD HARMLESS IN THE EVENT HE IS
NOT NOTIFIED OF DESIGN CONFLICTS PRIOR TO CONSTRUCTION.

GENERAL SITE LAYOUT NOTES:

1.

THE CONTRACTOR SHALL CHECK EXISTING GRADES, DIMENSIONS, AND
INVERTS IN THE FIELD AND REPORT ANY DISCREPANCIES TO THE OWNER'S
REPRESENTATIVE PRIOR TO BEGINNING WORK.

THE CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF ALL EXISTING
UTILITIES, INCLUDING IRRIGATION LINES. TAKE CARE TO PROTECT UTILITIES
THAT ARE TO REMAIN. RELOCATE EXISTING UTILITIES AS INDICATED, OR AS
NECESSARY FOR CONSTRUCTION.

PROVIDE A SMOOTH TRANSITION BETWEEN EXISTING PAVEMENT AND NEW
PAVEMENT. FIELD ADJUSTMENT OF FINAL GRADES MAY BE NECESSARY.
INSTALL ALL UTILITIES, INCLUDING IRRIGATION SLEEVING, PRIOR TO
INSTALLATION OF PAVED SURFACES.

SITE WORK CONCRETE WALKS AND PADS SHALL HAVE A BROOM FINISH TO
ALL SURFACES. SITE WORK CONCRETE SHALL BE CLASS A (4,000 PSI @
28 DAYS) UNLESS OTHERWISE NOTED.

ALL DAMAGE TO EXISTING PAVEMENT TO REMAIN WHICH RESULTS FROM THE
CONTRACTOR’S OPERATIONS SHALL BE REPLACED WITH LIKE MATERIALS AT
THE CONTRACTOR’S EXPENSE.

SITE DIMENSIONS SHOWN ARE TO THE FACE OF CURB, OR EDGE OF
PAVEMENT UNLESS OTHERWISE NOTED.

CONTRACTOR SHALL MAINTAIN ONE SET OF AS—BUILT / RECORD DRAWINGS
ON THE JOB SITE DURING CONSTRUCTION FOR DISTRIBUTION TO THE OWNER
AND/OR OWNER’S REPRESENTATIVE UPON COMPLETION.

REFER TO THE ARCHITECTURAL DRAWINGS FOR EXACT DIMENSIONS AND
LOCATIONS OF UTILITY SERVICE ENTRY LOCATIONS AND PRECISE BUILDING
DIMENSIONS.

THIS SITE LAYOUT IS SPECIFIC TO THE APPROVALS NECESSARY FOR THE
CONSTRUCTION IN ACCORDANCE WITH THE CITY OF WESTFIELD. NO
CHANGES TO THE SITE LAYOUT ARE ALLOWED WITHOUT THE WRITTEN
APPROVAL OF THE ENGINEER. CHANGES MADE TO THE SITE LAYOUT
WITHOUT APPROVAL IS SOLELY THE RESPONSIBILITY OF THE CONTRACTOR.
CHANGES INCLUDE BUT ARE NOT LIMITED TO, INCREASED IMPERVIOUS
PAVEMENT, ADDITION / DELETION OF PARKING SPACES, MOVEMENT OF CURB
LINES, CHANGES TO DRAINAGE STRUCTURES AND PATTERNS, LANDSCAPING,
ETC.

SITE LEGEND:

- 2 « « PROPOSED CONCRETE PAVEMENT

PROJECT SITE

PROPOSED SITE KEY NOTES:

SCALE IN FEET

CHONONONONONONONONO

CONCRETE PAVEMENT; SEE DETAIL 201 ON SHEET C800.
EXISTING DRIVEWAY TO REMAIN.

6" CONCRETE CURB; SEE DETAIL 207 ON SHEET C800.
CONCRETE SIDEWALK; SEE DETAIL 208 ON SHEET C800.
LANDSCAPE / PLANTING AREA; SEE SHEET C700 FOR DETAILS.
ADA ACCESSIBLE RAMP; SEE DETAIL 204 ON SHEET C800.

6’ COMPOSITE WOOD PANEL SCREEN FENCE; MANUFACTURER TBD.
BICYCLE PARKING; 8 SPACES, SEE DETAIL 205 ON SHEET C800.
ADA PARKING STALL; SEE DETAIL 209 ON SHEET C800.
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530 E. Ohio Street - Suite G - Indianapolis, IN 46204

317-655-7777 - 877-746-0749

www.cecinc.com

STUDIO M
BUB'S RESTAURANT

229 MILL STREET
WESTFIELD, INDIANA 46074
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